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BLUEFIN LOGGER  
Quick Reference Guide 

(Bluefin 1.0TH) 

Description 

The Bluefin logger is a portable wireless data logger from 
Senonics. It can be connected either via a USB cable to a 
Windows PC application or wireless using Bluetooth to your 
iPhone, iPad or iPadMini. This makes it possible to make use of 
the Bluefin logger in situations where it is simply not 
convenient to make a cable connection to a PC. Both Windows 
PC and iPhone applications offer a simple means of configuring 
the logger, data extraction and data viewing features. 

This Quick Reference Guide gets you started with the logger 
with the most basic functions to have you up and running with 
your logger in a matter of minutes. 

 

 

 

 

 

Bluefin Battery Charging 

Your Senonics Bluefin logger includes a Lithium Polymer (LiPo) rechargeable battery. The Battery 
automatically charges by connection to any USB source such as a PC or Mac. Charging of the battery may be 
necessary on first receiving your Bluefin logger. The logger is charged when the rightmost "Alarm LED" goes 
from being illuminated red continuously to green continuously. This can take up to 2 hours for a completely 
discharged battery. It is also possible to charge using a USB mains charger. 
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USB Operation 

The Bluefin logger can be configured, data downloaded and further analysed by connection to a Windows 
PC or Mac using a USB cable and the Senonics PC Application. The logger can similarly be configured by the 
iPhone application and this is described later in this Quick Reference Guide. 

Installation of the Senonics PC application is very simple. The Bluefin needs no special drivers since it is a 
USB HID device and such devices can make use of the standard drivers that come with Windows. Simply 
download and run the application from the following link: 

http://senonics.com/bin/SenonicsPCApplication_Installer.zip 

On a Mac then simply follow the instructions found on this page. Usage is the same as for Windows. 

http://senonics.com/mac-installer.html 

In the Windows Start Menu launch the Senonics PC Application. 

 

The front page of the GUI is an overview of the logger. Press the Configuration button to get to the next 
page. 

Configuration Button

  

http://senonics.com/bin/SenonicsPCApplication_Installer.zip
http://senonics.com/mac-installer.html
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Connect the logger and you will see the connected indication changes to blue. 

Connection 

Indication

Configure Button

 

Next fill out the configuration settings. For example:- 

 oC or oF 

 logging start to "On Disconnection" 

 logging interval to say 10 seconds 

 temperature alarm enabled and thresholds set 

 humidity alarms enabled and thresholds set 
 

Press the “Configure” so that the settings are updated in your logger. Please wait until the software has 
finished updating the logger. 

Disconnect the logger. You should see that logging will start automatically indicated by a 1 second green 
light. The green light will then flash every 6 seconds to indicate that the unit is logging. The red light will 
flash also in the case that the temperature or humidity goes outside of the allowed limits and triggers the 
alarms. 

If the logger becomes full then all lights will stop flashing.  
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When you have collected data with your Bluefin logger one can reconnect to the PC Application to retrieve 
the data. Connect your Bluefin logger using the USB cable. The logger red light will illuminate for 1 second 
indicating logging is stopping.  

Start the PC application and navigate to the Configuration page. 

Press "Read" button to retrieve the configuration and data from the connected logger. Wait until all 
information is retrieved from the logger. 

Read Logger

 

The graph and spreadsheet will be filled with the logged data. 

Zooming in and out of the graphs can be achieved by the following controls:   

• to Zoom In - drag the left mouse button 
• to Zoom Out - click the right mouse button 
• when zoomed in you can move around using the key-board arrows or the mouse scroll wheel 

 

To write data and configuration to file, press the save icon. 
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iPhone Operation 

The Bluefin logger can be configured, data can be downloaded and 
further analysed through wireless connection from an iPhone, iPad 
or iPadMini using the Senonics iPhone application. 

The Senonics iPhone Application is a free iPhone app found on 
Apple's App Store. Search for Senonics Application. Find it and 
download the application. 

 

 

The Senonics iPhone application requires that the Bluetooth is enabled for the mobile device. If the 
application is started and this is not the case then it will first ask to enable this. Once the Senonics 
Application is started then there is an option of scanning for all Bluefin loggers. After searching the 
application will provide a list of all Bluefin devices that can be connected from your mobile device. Select 
one of these. 

The first time the iPhone application discovers a Senonics Bluefin logger, it will mark it as "-undiscovered-". 
Upon connecting and thereafter it will use the logger name found when the application recovers it from the 
logger. 
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Upon successful connection the logger’s Bluetooth Connected LED turns blue. On the application the 
connected icon turns green. Also the application starts showing in real time the temperature and humidity 
from the logger. 

To configure a logger one needs to go to the Configure screen. Fill out all desired settings including: 

 the name of the logger 

 the logging start mode 
o on disconnection 
o by button press 
o at specified start time 

 the logging interval 

 enabling/disabling of temperature logging 

 enabling/disabling of humidity logging 

 temperature units (Fahrenheit or Celsius) 

 temperature alarms levels (upper and lower) 

 humidity alarms levels (upper and lower) 
 

 

 

Once all configuration is as required then press Send to download all settings to the logger. 

After connecting to a logger that has collected data then to download the data, select Download Logger 
from the Connected screen. The application then moves to the Data screen and all data appears as a list of 
sample points collected. Once data is read into the application it is possible to view the data graphically 
from the Graph screen. 
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Data can be saved to the iPhone from the Data screen. Data can be read back into the application at some 
later point in time. Data can also be forwarded as an email in the form of a Comma Separated Value file 
(CSV). 

 

 

To disconnect from the logger either select Disconnect on the Connected screen or just close the 
application. The Blue LED will turn off indicating the logger disconnected state. Having the application sent 
to the background is also sufficient to close connection to the logger.  
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More Advanced Topics 

This document has shown the most basic way to configure the Bluefin logger in order for you to get started 
very quickly. 

There are for example other logger start modes such as button press, start at a defined time and real time 
logging. For a more exhaustive description of all features of the logger then please consult the full Bluefin 
User Guide. 

http://senonics.com/files/BluefinUserGuide.pdf 

 

 

Product Support 

For technical support questions regarding the Senonics Bluefin logger please contact:  

support@senonics.com 

 

 

http://senonics.com/files/BluefinUserGuide.pdf
mailto:support@senonics.com

