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ESW205 and ESW208 Series

5 & 8 Port,

Compact Industrial Ethernet Switches
Features

v NEW UL/cUL Class | Div 2 Groups A,B,C, and D

v" Generic Standard for (Heavy) Industrial
Environments - EN61000-6-2

v" Shock, Vibration, Tested

v' Operating Temperature
-10°C to 60°C (Standard)
-40°C to 75°C (-T models)

FLINDX

I incusirial EIRemet Swit

v" ST or SC Single and Multi mode fiber Ports

v' 10/100M, full/half duplex, MDI/MDI-X (Auto-
negotiate)

v' Supports IEEE 802.3, 802.3u, and 802.3x

standards Ordering Information
v Industrial IP30 rated DIN rail case with 6 way 10/100 Multi- Single-
Panel mount options beeis] Nl 23t Copper '\Ifi%(é? rgi%g?
v .
Dual power inputs, 12 to 36 VDC and ESW205 5
10to 24 VAC ESW205-MT 4 1(ST)
v 2K MAC addresses ESW205-MC 4 1(SC)
Functional Description ESW205-ST 1 15T
P ESW205-5C 4 1(SC)
Designed to fit many applications, the ESW208 8
ESW205 and ESW208 series are more than just ESW208-2MT 6 2 (ST)
an Ethernet switch with a great low pricing. They
are plug-and-play industrial Ethernet Switches Sl 6 2 (SC)
with an compact IP30 DIN rail case, 6 way ESW208-2ST 6 2(ST)
mountable panel brackets, LEDs for Power, ESW208-2SC 6 2 (SO
(Link / Speed / Activity for each port), 1_2 to 36 ESW208-AMT-T 4 4 (ST)
VDC and 10 to 24 VAC power inputs with
removable terminal blocks. These switches are ESW208-4MC-T 4 4 (SC)
perfect for any applications that require special ESW208-4ST-T 4 4 (ST)
protection from hash environments. ESW208-4SC-T 4 4 (SC)
) o ] All Models available in wide
Choose a switch with five or eight copper ports, temperature Add =T to model number

or a combination of copper and fiber ports. Multi-
mode fiber models extend range up to 2 km.
Single-mode fiber models extend range up to 20

km. All models require an external power supply LSS IS

(SOld Separate|y)_ DIN Ralil MOUnt, 24 VDC, 1A
MDR-20-24 Power Supply
The switch ships with 4 panel mount clips giving DIN Rail Mount, 24 VDC, 1.7 A
the user 6 different ways to panel mount the unit. MDR-40-24 Power Supply
Adjustable DIN Rail 19 Inch Rack
DR19RMKT Mount Kit
EIRSP1 Single Stage Surge Protector
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Technology
Standards:
Processing Type:
Flow Control:

Packet buffer memory:

Address Table Size

Interface
RJ45 Ports:
Fiber Ports:
LED Indicators:

Fiber Optics
Fiber Type

Multi-mode

Single-mode

Power

Input Voltage

Power Consumption

Input Connection
Protection

Mechanical
Enclosure

Dimensions (5 ports)

Dimensions (8 ports)
8 copper,
6 copper/2 fiber ports,

Dimensions (8 ports)
4 copper/4 fiber ports

Installation

Specifications

IEEE802.3, 802.3u, 802.3x
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Store and forward with IEEE802.3x full duplex, non-blocking flow control
IEEE802.3x flow control, back pressure flow control

64K bytes
2K MAC Addresses

10/100BaseT(X) auto negation, Full/Half duplex, auto MDI/MD-X

100BaseFX, (multi-mode or single—mode with ST or SC connectors)
Power, (Link / Speed / Activity for each port)

Distance Wavelength
2km 1310 nm
20 km 1310 nm

12 to 36 VDC and 10 to 24 VAC

4.00 W Max

Removable Terminal Block
Reverse Polarity Protection

IP30 DIN mount metal case

H 112.4mm x W 30mm x D 75.2mm
(4.42 in x 1.18in x 2.96in)

H 130mm x W 44mm x D 105mm
(5.1in X 1.73in x 4.13in)

H 130mm x W 46mm x D 105mm
(5.1in X 1.81in x 4.13in)

35 mm DIN or 6 way panel mount

Transmit Power
Neg. 23.5 to Neg. 14 dBm
Neg. 15 to Neg. 8 dBm

Environmental

Op. Temperature
Standard

Wide Temp (-T model)

Storage Temperature
Humidity

MTBF

MTBF Calculation

Receive Sensitivity
< Neg. 35 dBm
< Neg. 35 dBm

-10to 60 C (14 to 140 F)
-40 to 75 C (-40 to 167 F)

-40t0 80 C (-40to 176 F)

10 to 95% Non-condensing
200,000 hours

Parts count reliability prediction

Regulatory Approvals

CE, FCC,
RoHS

Hazardous Locations
NEW UL/cUL Class | Div 2 Groups A,B,C, and D

Specifications - EN 61000-6-2: 2006 Generic Standards for (Heavy) Industrial environments

Test Description Test Level Level
EN 55022: 2006 + A1:2007 Class B Emissions
. S Enclosure Contact 6kV 3
EN 61000-4-2: 2009 Electro-Static Discharge (ESD) Enclosure Air BkY 3
EN61000-4-3:2006+A1:2008 Radiated Field Immunity (RFI) Enclosure Ports 10V/m 3
. . Signal Ports 1kV@2.5Khz 3
EN61000-4-4:2004 Burst (Fast Transient) DC Ports 2KV 3
. Signal Ports 1kV 3
EN61000-4-5:2006 Surge DC Power Ports 2KV 3
. . Signal Ports 10 V RMS 3
EN61000-4-6: 2009 Induced (Conductive) RFI DC Power Ports 10V RMS 3
Environmental Specifications
Test Description Test Level Level
IEC60068-2-6 Vibration Test Fc 26 e
IEC60068-2-27 Shock Test Ea 306 | e
IEC60068-2-32 FreeFal | ] e
Operating Temperature Standard -10 to 60C 14 to 140F
P 9 P Wide Operating Temperature (- T models) | -40to 75C -40 to 167F
Storage Temperature -40 to 80C -40 to 176F
Humidity 10 to 95% Non-condensing

(B7

BseB ELECTRONICS

Distributed by: INTERWORLD ELECTRONICS & COMPUTER INDUSTRIES INC.
T: 1-877-902-2979 1-425-223-4311
F: 1-877-FAX-IECI (329-4324)
E: sales@interworldna.com
W: www.interworldna.com



gerald
Text Box
Distributed by: INTERWORLD ELECTRONICS & COMPUTER INDUSTRIES INC.
T: 1-877-902-2979  1-425-223-4311
F: 1-877-FAX-IECI (329-4324)
E: sales@interworldna.com
W: www.interworldna.com




B&B ELECTRONICS

PRODUCT INFORMATION

ESW20x Series-0712ds - 3/4
©2011 B&B Electronics. All rights reserved

) BN o | S

—5 = = 3
e “—{" oSty cd
i ©ff ™ @ ™
; E} i i
[ ] @) _Rlx @ RX
|srD [ B fi|spo
IELENIE N :
E Bl ink Bf vk H)un £
o ] I i M
1B | [|E3] || +EA “
] il il
0 I 1]
€3 | B3] || E
] il i
[ i a
B2 | |IE3] | | B
L 1l i
|
D
. —
lo— 30mm—0| IO— 30mm—ol IQ— 30mm—4 'o— 75.2mm —cl
n QO = ﬂJ‘%Q_S = 00Q0 Y I
. @ T 0 T, :
e - -I( . J: |
|8 i %W[ ;
£ ] g
g 0 [ ] [t (] [ i g
RIEY |G MR d
] ] (] [ 0 [ N
| || e
8 ] 0 ] 0 ! |
CHEA | || |l | !
< B - - - é —
l 4400 o k——toonm—0 | 4400 o e 108 20 mn ——————)

Distributed by: INTERWORLD ELECTRONICS & COMPUTER INDUSTRIES INC.
(Bj T: 1-877-902-2979 1-425-223-4311

F: 1-877-FAX-IECI (329-4324)
B&B ELEGTRON’CS E: sales@interworldna.com

W: www.interworldna.com



gerald
Text Box
Distributed by: INTERWORLD ELECTRONICS & COMPUTER INDUSTRIES INC.
T: 1-877-902-2979  1-425-223-4311
F: 1-877-FAX-IECI (329-4324)
E: sales@interworldna.com
W: www.interworldna.com



B&B ELECTRONICS

PRODUCT INFORMATION

ESW20x Series-0712ds - 4/4
©2011 B&B Electronics. All rights reserved

=] =] S -

S = B =21 = ]
EEB ?LEC:TRL?{\"CE E&f ELEI:T:RL‘,IN’CS |
‘i-‘l ‘ri;J .:u: :ia“ :u‘ .h‘ kn) Q ku'I (;i: L;.:' (s? |
|
! |
1 3 |
B 18 '
|
q. I @)
¥ |
2 4 |
|8 13 : s
3 g
o | =]
2 | ¢
|
|
|
l ' 3P0 ' ' SFD -¢|
CBEA | | fl<ZEY: |
g || | LK :
0 1] ] 1] |
e3ES | |<DEY |
a 1] i 1] I -
> = .
a8 00 mm—a e .00 mm , . 105.00mm o

Distributed by: INTERWORLD ELECTRONICS & COMPUTER INDUSTRIES INC.

( B) T: 1-877-902-2979 1-425-223-4311

F: 1-877-FAX-IECI (329-4324)
B&B ELECTRON’CS E: sales@interworldna.com

W: www.interworldna.com



gerald
Text Box
Distributed by: INTERWORLD ELECTRONICS & COMPUTER INDUSTRIES INC.
T: 1-877-902-2979  1-425-223-4311
F: 1-877-FAX-IECI (329-4324)
E: sales@interworldna.com
W: www.interworldna.com


mailto: sales@interworldna.com
http://www.interworldna.com/default.php?id=44

